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System profiles
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System profiles

Angular bracket profile Dimensions (mm)

Angular bracket profile C

M
N =
= ~
A
Ausfilhrung (x)
0 | uncoated, without machining [ 1 [anodized, without machining

Function:

Various assemblies and axis types can be connected to the angular bracket profile. It can also be used
to reinforce selfsupporting positioning systems or fo mount portals on profile frames.

Code-No. A B C D E F G H 1 J K L [Mfor| N P Q R m [kg/m] L.
4200x 22711401 14211301 15 | 80 | 15 |805] 10 | 15| 27 | 10 [M6| 17| 28 | 13 | 16 19,9 3000
c

Ausfihrung (x)

0 | uncoated, without machining [ 1 Janodized, without machining

Function:

Various assemblies and axis types can be connected fo the angular bracket profile. It can also be used
to reinforce self-supporting positioning systems or to mount portals on profile frames.

Code-No. A B C D E K M for N P R m [kg/m] L
4210x 125 Q0 95 86 6 14 M6 10 15 8 6,43 3000
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Syslllem prOfIIes Angular bracket Dimensions (mm)

Angular bracket for combination of Q60 and D120
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Function:

Various assemblies and axis types can be connected to the angular bracket. It can also be used o reinforce self-supporting positioning systems or fo mount portals

on profile frames.

Code-No. A B c D E F ¢ | o P R s T ul|lv | w]|z [kg/m]
038060120 | 131 | 108 | 120 | 102 | 90 | 155|165 60 | 36 | 70 | 15| 15 | 65| 78| 21 | 406 0,765 kg
Angular bracket for combination of Q80 and D160
N 0
R Z
‘
;‘ | | !
&) & > !
_ \
A ] ] o6 0o
I —— | - ‘
Fy——— O |
> !
!
|
<t = }
o } o
\
|

Function:
Various assemblies and axis types can be connected to the angular bracket. It can also be used to reinforce self-supporting positioning systems or to mount portals

on profile frames.

Code-No. A B G H 1 K M N R o P U \'4 W Y4 [kg/m]
038 080 160 | 163 111 17 9 15 9 130 13 7l 80 50 9 Q0 37 50 1,174 kg
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System profiles

Angular bracket and mounting profiles Dimensions (mm)

Angular bracket LL 60 / LS 60
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e ¢ L.l Function:
B This mounting bracket can be used to link LL 60 and LS 60 axis types.
Code-No. A B B1 B2 B3 B4 C E F G H K N (] P S T U m [kg/m]
038L602L60 | 255 | 140 | 207 | 183 77 53 | 6,60 10 114,331 15 |@55|@ 10| 12 58 18 134 72 10 1,0 kg
Mounting profiles
160x160 120x120

Code-No. Type Mass [kg/m]

05030 30 0,917

05040 40 1,780

05060 60 3,880

05048 40 x 80 3,340

05080 80 5,817

05061 60 x 120 7,500

05062 120 x 120 11,500

05081 80 x 160 12,096

05082 160 x 160 21,955

Code-No. length in mm
[ 05030 | 2000 |

Sample ordering code: Mounting profile Type 30, 2.000 mm long.

Code-No. Type | A | B | C [ D [m[kg/m]| L
40098 30 12 | 10 | 41| 54 0,302 3.000
A 40068 40 16 113 |54 72 0,53 3.000
40059 60 18118 |77] 9 0,93 3.000
40079 80 20 123,51 97 120 1,37 3.000
40088 100 | 22 |30,5]120]|144 2,07 3.000
40108 125 |27,5] 40 |149]180 3,39 3.000

Code-No. Length in mm
[ 40059 | 2000 |

Sample ordering code: Mounting profile Type 60, 2.000 mm long.
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